
PRODUCT SAFETY DATA SHEET 
 
 

ANYSOLAR PV MODULES ARE ARTICLES AS DEFINED BY THE OCCUPATIONAL SAFETY AND HEALTH 

ADMINISTRATION HAZARD COMMUNICATION STANDARD (HCS), 29 C.F.R. § 1910.1200 AND ARE EXEMPT 

FROM THE LABELING AND SAFETY DATA SHEETS (SDS) REQUIREMENTS OF THE STANDARD. 
 

ANYSOLAR provides this product safety data sheet only for convenience of interested parties who are used to the 

format of safety data sheets in order to assess the product safety. This product safety data sheet does not replace any 

other documents provided by ANYSOLAR such as Safety Information, Installation and Operation Manual, Packaging 

and Transport Information, Product Data Sheet as well as Warranty Terms of the respective product. 
 
 

SECTION 1: IDENTIFICATION 
 

Solar PV modules convert light into electricity. Light-sensitive cells are electrically interconnected in series and sealed 

between PCB and plastic foils for this purpose. This product safety data sheet is applicable to the following solar PV 

modules of the IXOLAR
TM

 brand made by ANYSOLAR: 
 

• KXOB series 

• SM Series 
 
 

SECTION 2: IDENTIFICATION OF SAFETY RISKS (HAZARDS IDENTIFICATION) 
 
ANYSOLAR solar PV modules do not pose any risk of hazardous chemicals. Hazard symbols and precautionary 
hazard statements for hazardous chemicals are not applicable. No symptoms or effects – neither acute nor delayed – 
have to be expected when ANYSOLAR solar PV modules are handled as stipulated in the Product Datasheet. Product 
datasheets are published on ANYSOLAR website. ANYSOLAR provides a Safety Information and How to Handle and 
Mount the Mini Module in the Product Datasheet. This document contains detailed risk statements and 
recommendations for Proper Handling and Mounting. Before installing the module, read the Product Datasheet for 
IXOLARTM modules carefully. You can obtain the complete Product Datasheet from your retailer. 
 
Attention: Only authorized specialists may install IXOLARTM mini modules and put them into operation. Keep children 
and unauthorized persons away from the modules. 
 

Risks: 

• In rare cases, solar PV modules – as any other electrical device – can cause fire due to worn electrical contacts 
which result in electrical arcing. Solar modules generate electricity and are energized as soon as they are 
exposed to light. 

• Solar PV modules can reach high temperatures which can cause skin burns. 

• Sharp edges, corners can cause injuries. 
 
For precautionary statements, please refer to the Product Datasheet of the respective product. 
 
Misuse or incorrect use of solar modules voids the limited warranty and may create a safety hazard and risk property 
damage. This includes improper installation or configuration, improper maintenance, unintended use, and 
unauthorized modification. 
 
 

SECTION 3: COMPOSITION/INFORMATION ON INGREDIENTS 
 
Safety data sheets are only required for hazardous chemicals covered by the Hazard Communication Standard (HCS). 
Solar PV modules made by ANYSOLAR are not covered by HCS. The following table provides an overview of 
materials solar PV modules by ANYSOLAR are made of. The values given for the share of weight are targets and can 
vary for the products covered by this Product Safety Data Sheet. 
 

Component Material Total share Remark 

PCB Epoxy glass cloth laminate 75% Not hazardous 

KAu(CN)2 <2% Not hazardous 

Solder resist ink 10% Not hazardous 

Laminate Plastics (EVA, PC, ETFE) 10% Not hazardous 

Silicon 2% Not hazardous 

Metals (Copper, Tin) 1% Not hazardous 

Silver <0.05% Not hazardous 

 



 

SECTION 4: FIRST-AID MEASURES 
 
In case of electrical injury, even if the mini solar PV module generates relatively small voltage: 
 

• Always protect yourself by taking all necessary safety precautions before rescuing persons injured 

• Do not touch a live part. Qualified personnel should shut down the PV system as far as possible. Follow OSHA 
requirements for control of hazardous energy at 29 C.F.R. § 1910.147. 

• In the event a person is injured by electrical energy of the solar PV module, call 911. Before attempting rescue, 
shutdown the power source. 

 

 

SECTION 5: FIRST-FIGHTING MEASURES 

 

• ANYSOLAR mini solar PV modules are fire rated as Class C according to IEC and UL 1703 as well as Type 1 
according to UL 1703. 

• ANYSOLAR mini solar PV modules are extensively tested at the factory to ensure electrical safety of the product 
before shipment. 

• In rare cases, solar PV modules – as any other electrical device – can cause fire due to worn electrical contacts 
which result in electrical arching. 

• In case solar PV modules which are not part of an array are on fire, use fire extinguishers rated for electrical 
equipment, Class C. 

• In case a solar PV module array is present, any fire should only be fought by professional firefighters. 

• Some components of the modules can burn. Potential combustion products include oxides of carbon, nitrogen 
and silicon. 

• In case of prolonged fire, solar PV modules may lose their structural integrity. 

 

 

SECTION 6: Procedures for an unintended release into the environment 

 

This section is not applicable. 

 

 

SECTION 7: HANDLING AND STORAGE 
 

Before installing the module, read the Product Datasheet for ANYSOALR modules carefully. Noncompliance with the 

instructions may result in damage and physical injury. Only authorized specialists may install modules and put them 

into operation. You can obtain the complete Product Datasheet from ANYSOLAR website or from your retailer. 

 

Storage, transport and unpacking: 

 

• Store the module dry, well-ventilated and properly secured. The original packaging is not weatherproof. 

• Always transport the module in its original packaging. 

• This mini module is made of PCB and plastic foils. Take a great care when unpacking, storing and transporting it. 

• Protect both sides of the module against scratching and other damage. 
 
 

SECTION 8: EXPOSURE CONTROLS/PERSONAL PROTECTION 
 
Before installing the module, read the Product Datasheet carefully. Noncompliance with the instructions may result in 
damage and physical injury. Only authorized specialists may install modules and put them into operation. You can 
obtain the complete installation manual from your retailer. 
 

• Please follow the safety guidelines for the installation of electrical devices and systems. 

• Please make sure to take all necessary safety precautions. 

• Ensure that all personnel are aware of and adhere to accident-prevention and safety regulations. 

• Do not install damaged modules. Ensure that all electrical components are in a proper, dry, and safe condition. 

• Do not modify the module (e.g. do not drill any additional holes). 

• Ensure that modules and tools are not subject to moisture during installation. Only use dry, insulated tools for 
electrical work. 



 
 

SECTION 9: PHYSICAL AND CHEMICAL PROPERTIES 
 

• Physical state: solid 

• Voltage: refer to data sheet (below 10 volts for a single mini module) 

• Weight: refer to datasheet 

• Solubility in water: insoluble in water 
 
 

SECTION 10: STABILITY AND REACTIVITY 
 
Under normal operating conditions as specified in the Product Data Sheet, ANYSOLAR PV solar modules are 
chemically stable. 
 

• ANYSOLAR solar PV modules are tested for Temperature Cycle, Humidity test, UV test and weather test. 

• ANYSOLAR solar PV modules support ambient operating temperatures from –40°C to +90°C. 

• Do not scratch off dirt. Use a soft cellulose cloth or sponge to carefully wipe off stubborn dirt. Do not use micro 
fleece wool or cotton cloths. 

• Rinse dirt off with lukewarm water (dust, leaves, etc.) 

• Use an alcohol based cleaner. Do not use abrasive detergents. 

• Isopropyl alcohol (IPA) can be used selectively to remove stubborn dirt and stains within one hour after it 
appeared. 

• Follow the safety guidelines provided by the IPA manufacturer. 

• Do not let IPA run down into the module edges. 
 
 

SECTION 11: TOXICOLOGICAL INFORMATION 
 
No exposure to hazardous chemicals will occur when the units are in use. 
 
 

SECTION 12: ECOLOGICAL INFORMATION 
 
ANYSOLAR solar PV modules are designed to withstand outdoor operating conditions. Biodegradation is not 
expected due to high chemical stability of the components. 
 
 

SECTION 13: DISPOSAL CONSIDERATIONS 
 
ANYSOLAR solar PV modules should be recycled rather than dumped in a landfill. Raw materials of the product can 
be recovered by recycling companies. Disposal must be in accordance with national and local laws and regulations for 
electric/electronic waste. 
 
 

SECTION 14: TRANSPORT INFORMATION 

 
ANYSOLAR solar PV modules can be shipped via standardized container freight. Regulations for hazardous goods do 
not apply. For further details, please refer to the Product Datasheet. 
 
 

SECTION 15: REGULATORY INFORMATION 

 
Please refer to the Product Datasheet of the respective ANYSOLAR solar PV module. 
 
 

SECTION 16: OTHER INFORMATION 
 

• Date of initial creation of this product safety data sheet: February 10, 2022 

• Date of last revision: February 10, 2022 
 


